
ESD (electrostatic discharge) protected
- Compatible with most microscope brands
- Energy efficient LED light source (6 W)
- Minimal flickering, easy on the eyes ergonomic lighting
- Adjust luminous intensity (0 - 100 %)  without changing color temperature
- Low heat generating light source. Safe to handle and minimal effect on lit objects
- 30,000 lx luminance (WD 100 mm)

Power Supply Light Unit Specifications

- Dimension: Protruding part not included
- Weight: Power cord not included
- Life span dependent on operating temperature

●Power cord options: UK type, European type, Japan/US type
   Please specify power cord at time of placing order.
●Lighting Unit Cover: Clear (standard), diffuser or translucent (LED reflection suppressed) types
   Pick and choose depending on application.
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電源 ードの指定
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Ground

Mountain screw M3x15　
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Luminous Spectrum

FO-LED LED Ring illuminator

Model FO-LED
Color White
Life span 20,000 H
Applicable height range 60 - 150 mm
Ring inne diameter MAX Φ 61mm
Dimensions ODΦ94 x IDΦ61 x H26mm
Weight 120 g

Model LP-210□ (□: : (B)/(E)/(J))
Input voltage AC100V - 240V (Allowed range) AC90V - 264V
Frequency rating 50 / 60 Hz
Power consumption 6 W
Output voltage DC21 V (MAX)
Output current 160 mA
Lighting type DC 
Light intensity adjustment Output current variable type
Operating temperature/ humidity 0 - 40 ℃ / 20 - 80% RH
Dimemsions W60.6 x D32.2 x H107mm
Weight 150 g
Compliant standards PSE, UL
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